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Features:
• Industry Leading Performance
• Industry Standard Footprint
• Fully Customizable to Suit Individual Growing Styles
• Natural White Light
• Patented Tunable Spectrum
(USPN 9,820,447; 10,159,198; CAPN CA2994308C)
• Optional 385nm/660nm Kicker
• Powder Coated Aluminum Housing
• UL8800 Horticultural Approval
• Made in the USA

Specifications:
Light Source L/H/W | Weight

LED 33” / 2.5” / 36” I 22lbs

Spectra Mounting Height

Multi-White Daylight Analog 18 Inches Above Canopy

Spectra Efficacy (660W) Operating Temperature

2.34 μmol/J 0°C - 40°C

PPF (660W) Thermal Management

1388 μmol Passive Connection

Input Power Dimming

660W MAX 0-10V / PWM / Dim-to-Off

Input Voltage / Current (660W) Lifetime per TM21 L70 / L90

120 @5.5A | 240 @ 2.8A | 277 @ 
2.4A

80K hrs / 35K hrs

Warranty/Listing:
•10-year standard warranty.

Dimensions:

Height
33" ” 36"

Weight
lbs.
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Electrical Data: 
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Project Name
Catalog #
Job Type
Prepared By
Notes

Fixture Ordering Information
Model Power Spectrum Input Voltage Cord

LL-ZB 600 600W BX
BU
BR
UX 
UU
UR

Bloom with no kicker
Bloom with UV kicker
Bloom with red kicker
Universal with no kicker
Universal with UV kicker
Universal with red kicker

ST
HV

90-305VAC (standard)
180-528VAC

#
#W
#N5
#N6
#L7

Length (10’ standard)
Whip (no plug)
5-15P
6-15P
L7-15P
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